
More shock resistant than glass 
Do not yellow
Ageing resistant
UV stability
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INSTALLATION

PROPERTIES

Density
Water absorption

Flexural strength
Ultimate bending stress
Shear modulus
Strength
Shock resistance on bar with notch  
Indention hardness 
Tensile strength
Percentage elongation at break
Modulus of elasticity in traction 
Modulus of elasticity in flexion 
Compressive strength

VICAT softening temperature
Continuous service temperature
Coefficient of linear thermal expansion
Thermal conductivity
Heat distortion temperature
Specific heat
Coefficient of thermal insulation
Maximum heating temperature
Self-ignition temperature

Refractive index
Light transmission

ISO 489

145/160
1,3

0,17
200
635 

ISO 178

ISO R527
ISO R527
ISO R527
DR 2038
ISO 604

ISO R306 Method A 

ASTM D696

ASTM C351

g/cm2 

N/mm2

N/mm2

N/mm2

KJ/m2

KJ/m2

N/mm2 
N/mm2

%
N/mm2

N/mm2

Mpa

°C
°C
°C

W/Km
°C

J/g°C
W/°C m

°C
°C

1,18
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186/173
70-75

5
3000
3000
110

 110 - 112
80 - 85

  7 x 10+5

0,16

GENERAL 
PROPERTIES

MECHANICAL 
PROPERTIES

THERMAL 
PROPERTIES

OPTICAL 
PROPERTIES

TEST METHOD UNIT VALUE

ISO R 62 0,25 to 0,30% after 24hrs
To a maximum of 0,5% after 7 days

 1,493
92

>1015Ω�
>1015Ω

30
0,025

nD 20
%

SPECIAL 
PROPERTIES

Surface strength
Volume resistance
Dielectric strength
Dielecric loss factor

nD 20
cm

KV/mm
KV/mm

TECHNICAL PROPERTIES

Circular saw, fine toothed handpower saw.
 

Cutting out

Metal bits, leave an expansion joint with fixings, 
approx. 3mm per linear metre.

Drilling

Cyanoacrylate glueAdhesive

Rag soaked in a soft detergent and a damp 
shammy.  Avoid solvants, trichlorethylene, benzol 
and dry cleaning.

Maintenance

The Acryglass sheets are 
worked like hardwood or soft 
metal, with traditional hand 
or electrical tools.  Easily 
worked, they can ̇also be 
thermoformed, bent
and curved.
 

As a result of constant technological developments, the information and presentations contained in the present booklet are given only as an indication and without commitment on our part.  
SEDPA is committed to providing free-of-charge the replacement of goods which have broken during the guarantee period under the following conditions:
- the conditions of installation and recommendations stated previously have been followed, as in our technical notes.
- the exclusive use in traditional roofing and cladding applications
- the return of a copy of proof of payment in the 15 days following the purchase.  
The manufacturer, not having control over the use of the material by others, cannot therefore guarantee the same results as those described in this document. Each user must carry out his own tests 
 to determine up to what point the material corresponds to his needs. The manufacturer and his distributors cannot be held responsible for damage arising from a defective installation of the material.  



USES

ADVANTAGES

●  UV stability
●  Light-weight
●  Shock resistant
●  Exceptional transparency
●  Easy to machine

Acryglass is a 

polymethyl
 methacrylate-based

extruded acrylic
 sheet with an 

extremely pure optical
 quality.
 

 

 

Much lighter than glass, 
 with a 

high shock resistance, this 

material
 resists ageing, saline 

air and chemical
 agents, and 

has an incomparable
 UV 

resistance.  
 

 

Acryglass sheets are particularly
 

used for their exceptional 

transparency.
 Their excellent 

durability allows their use
 in 

numerous industrial 

applications.
 

It has exceptional mechanical,

technological and physical
 

properties.
 

ACRYGLASSAACCRRYYGGLLAASSSS
Extruded acrylic sheets
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●  Greenhouses
●  Signs and illuminated signs, 

displays and stands
●  Shower panels
●  Horizontal and vertical windows
●  Roofing, partitions, railings
●  Sound proofing (anti-noise)
●  Light domes, road barriers
●  Protection shields and hoods

Acryglass optical
and mechanical

qualities are
guaranteed
for 10 years
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FORMATS

THICKNESS

● 1000 x 500 mm
● 1000 x 1000 mm
● 2000 x 1000 mm
● 3050 x 2050 mm

Smooth clear Acryglass :
1,5 - 2 - 2,5 - 3 - 4 - 5 - 6 - 8 - 10 - 12 - 15 mm

Diffusing white :
2*- 3*- 4*- 5*- 6* mm

Glossy black :
3* mm

* upon request




