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flPractically shatter-proof
flHail resistant
flDo not yellow
flFilters UV rays
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CUTTING OUT

Cut the SUNTUF sheets
to the required length
using shears or a fine-toothed
saw blade. 

MAINTENANCE

Lay the sheets across the 
roof crossbeams with an 
overlap of one corrugation.

For installing the sheets,
use rust-proof fasteners
spaced regularly every three 
or four corrugations.
Only use neoprene washers 
compatible with polycarbonate.

IMPORTANT: the sheets most be
facing installed with the SUNTUF 
label outwards.  This is the 
anti-UV treated
 side.
 

Fix the edge of the sheets
at the gutter every two corrugations
Remove the surplus with  
shears or a fine-toothed saw.
The good finishing and water
tightness of the edges can be 
achieved by installing foam
sealing strips.
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RECOMMENDATIONS

INSTALLATION

PROPERTIES

Specific gravity
Water absorption

Tensile strength at yield
Modulus of rupture in traction
Elongation at yield
Elongation at break
Modulus of elasticity
Flexural strength at yield
Flexural modulus
Falling weight resistance*

HDT (load 18.5Kg/cm²)
Coefficient of Linear Thermal Expansion
Thermal conductivity

Light transmission       88-90%

ASTM D-1505
ASTM D-570

ASTM D-638
ASTM D-638
ASTM D-638
ASTM D-638
ASTM D-638
ASTM D-790
ASTM D-790
ISO/6603/1 A

ASTM D-638
ASTM D-696
ASTM C-177

g/cm3

%

MPa
MPa
%
%

MPa
MPa
MPa
J/m

°C
10-5/°C
W/m°K

1,20
0,25

62,0
65,0
7,0
>80

2,300
93,000
1,890

50

135
6,5

0,21

PHYSICAL
PROPERTIES

MECHANICAL 
PROPERTIES

THERMAL 
PROPERTIES

OPTICAL 
PROPERTIES

TEST METHOD               UNIT     VALUE

ACCESSORIES

Square washe       Screw with cap Corrugation strut         Calking Neoprene 
washers

TECHNICAL PROPERTIES

FIXING
Main direction of rain                     

Minimum overlap: 1 corrugation 

Cap seal
with screw

Cap seal 
with screw

CrossbeamCrossbeam

Corrugation strut

Crossbeam section
60 x 80mm minimum.

Rafter section
75 x 180mm. 

Intermediate 
crossbeam

Lateral overlap

Transversal 
overlap
15 à 20 cm

mini 0,80 m / maxi 1,00 m

mini1,00 m / maxi 1,38 m

Pitch
10%
10 cm/m

Clean with clean water and a rag
and a mild detergent.    
 
Avoid solvents
   

*A 25mm steel sphere was used to test this resistance.  The result is the average penetration energy.  Penetration 100% tactile.
As a result of constant technological developments, the information and presentations contained in the present booklet are given only as an indication and without commitment on our part.  
SEDPA is committed to providing free-of-charge the replacement of goods which have broken during the guarantee period under the following conditions:
- the conditions of installation and recommendations stated previously have been followed, as in our technical notes.
- the exclusive use in traditional roofing and cladding applications.
- the return of a copy of proof of payment in the 15 days following the purchase.  
The manufacturer, not having control over the use of the material by others, cannot therefore guarantee the same results as those described in this document. Each user must carry out his 
own tests to determine up to what point the material corresponds to his needs. The manufacturer and his distributors cannot be held responsible for damage arising from a defective installation of the material.  
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USES

ADVANTAGES

●Roofing
●  Canopies
●  Verandas
● Pergolas
●  Greenhouses
●  Partitions
●  Swimming pools, patios
●  Top lighting

●  Practically shatter-proof
●  Resists yellowing
●Allows light transmission

●  Blocks harmful UV rays

●  Aesthetic
●  Easy maintenance 

Standard colours :
●Clear (90% light transmission)
●  Bronze (35% light transmission) 
●Opal (45% light transmission)       

3 COLOURS :

CARBO SP

Technical handbook and
guaranty clauses upon

request

For long-term storage, store 
the sheets flat sheltered from 
the sun and cover them well 
to protect them from bad 
weather and abrasion.   
Avoid contact with chemicals, 
paints, adhesives and all other 
material incompatible with 
polycarbonate.

10-year guarantee 
against hail
breakage

(hailstones less than 
30mm in ̌).  

Structural strength in an 
environment between C.

-30 C and +120 
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STORAGE

4 PROFILES :

76 mm

1090 mm

18 mm

31,5 mm66 mm

40 mm

75 mm250 mm

1063 mm

1000 mm

Greca 76/18

Small corrugations  76/18

Large corrugations 177/51

Nergal 1000

+120°C- 30°C

CARBO SP
Polycarbonate corrugated sheets
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SUNTUF sheets are transparent 
rigid corrugated polycarbonate 
sheets.   ondulées, rigides et 
transparentes.
Polycarbonate is one of the most
advanced polymers currently 
used  in the plastics industry.  
It has a combination of qualities: 
strength,light transmission, 
flexibility, lightness,transparency, 
land thermal resistance 
from -30 C to +120 C.

SUNTUF is the ideal material
for greenhouse roofs, due to its 
structure profile with selective
 light transmission, its resistance 
to extreme temperatures and 
 
its durability.
 

SUNTUF sheets are also used
 for roofing, cladding,
canopies, and all types of 
constructions where external 
light sources are used for
 internal lighting.

76 mm

0,90 m

18 mm

177 mm

0,92 m

51 mm

●Length:  : 2m - 2,5m - 3m & 6m
●  Width: 1063mm

●  Length:  : 1,52m - 2 - 2,5m - 3,05m
& 6m

●  Overlap: 1 corrugation

●Length:  2m - 2,5m - 3m & 6m
●Overlap: 1 corrugation

●  Length:   : 2m - 2,5m - 3m & 6m
●  Overlap: 1 corrugation




