
Light-weight
Impact resistant
Attractive finish
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Metal roof tile panel
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SEDPA France SA - Zone du Bois
BP 9 - 59840 PERENCHIES - FRANCE
Tel. 0033.320.00.99.00  -  Fax. 0033.320.00.99.29  -  E-mail : contact@sedpa.com

ACCESSORIES

As a result of constant technological developments, the information and presentations contained in the present booklet are given only as an indication and without commitment on our part.  
SEDPA is committed to providing free-of-charge the replacement of goods which have broken during the guarantee period under the following conditions :
- the conditions of installation and recommendations stated previously have been followed, as in our technical notes.
- the exclusive use in traditional roofing and cladding applications
the return of a copy of proof of payment in the 15 days following the purchase.  
The manufacturer, not having control over the use of the material by others, cannot therefore guarantee the same results as those described in this document. Each user must carry out his own tests to determine up to 

Directions for installation
Notice C.S.T.B 5-02-1599

COMPOSITION OF DURATILE

Format

SHADES

FEATURES

●  Length: 1330 mm
●  Width: 410 mm
●  Thickness: ± 0,65 mm
●  Weight: 7 Kg/m2

●  Silica granule finish
●  Panel of 8 steel 

tiles coated with 
rock granules 

Anthracite Brown

Terracotta Red

Protect from bad weather 
and abrasion.

SEDPA guarantees 
the material for

33 years.*	
Notice CSTB 

n° 5/02 - 1599

* for installations carried out by 
professionals.
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Steel  ± 0,5 mm
Aluzinc 275 g/m2

Epoxy paint 
5 à 10 microns
Polyester paint 
15 microns

Acrylic paint 
80 microns min
Silica granules 
ø 0,2 to 2 mm
Acrylic varnish 
20 microns min.
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Ventilation 
element 

Transparent 
element

 

Notched skylight frame left/right  Standard skylight frame Standard V-ridge tile Square ridge tile *

Square ridge tile * Ridge tile underlay * Slope base * Notched flashing 

Notched skylight frame
Flat panel * Ridge tile underlay * Ventilation element and

left/right excl. * transparent element *

RED

90017
3068755900171

90023
3068755900232

90026
3068755900263

BLACK

90016
3068755900164

90022
3068755900225

90025
3068755900256

BROWN

90018
3068755900188

90024
3068755900249

90027
3068755900273

Ref
GENCOD

Ref
GENCOD

Ref
GENCOD

Left notched skylight frame - Length 1.25m

Flat sheet 1250 x 400mm (can be used for finishing, flashing)

RED

90011
3068755900119

90014
3068755900140

90020
3068755900201

BLACK

90010
3068755900102

90013
3068755900133

90019
3068755900195

BROWN

90012
3068755900126

90015
3068755900157

 
 

Ref
GENCOD

Ref
GENCOD

Ref
GENCOD

Panel 1330 x 410mm (overall) - Pallet of 350 tile panels

Standard V-ridge tile - Length 1.25m

Stainless steel screws 2.5 x 50mm - Bag of 100

Right notched skylight frame - Length 1,25 m

NOMENCLATURE
* Upon request.  4-week delivery period.

what point the material corresponds to his needs. The manufacturer and his distributors cannot be held responsible for damage arising from a defective installation of the material.  




