
fl  flTransparent
fl flEconomical
fl flNon-flammable
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TECHNICAL PROPERTIES

INSTALLATION

The MULTIGLASS® film

can be stapled, nailed down,

drilles hrough, sawn and

bent, either manually or

using a flame.

 

Cutter.Cutting out

Silicone mastic or
PVC glue. Adhesive

Diluted household detergent or special product
for PVC.

Maintenance

When fixing Multiglass, leave an expansion joint of
approximately 3mm per meter. Do not use Multiglass
for applications at temperatures above 65oC.

Directions for use

Properties
Density
Water absorption

Shock resistance
Percentage elongation at break
Modulus of elasticity in traction
Tensile stress

VICAT softening temperature
Coefficient of linear thermal expansion
Heat distortion temperature

Light transmission             ASTM D 1003

DIN 53448
DIN 53455
ISO R527
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  Test Method                Unit                                 Value

ISO 75 

DIN 53479
DIN 53479

As a result of constant technological developments, the information and presentations contained in the present booklet are given only as an indication and without commitment on our part.
SEDPA is committed to providing free-of-charge the replacement of goods which have broken during the guarantee period under the following conditions :

- the conditions of installation and recommendations stated previously have been followed, as in our technical notes.

- the exclusive use in traditional roofing and cladding applications

- the return of a copy of proof of payment in the 15 days following the purchase.
The manufacturer, not having control over the use of the material by others, cannot therefore guarantee the same results as those described in this document. Each user must carry out his own tests to determine
up to what point the material corresponds to his needs. The manufacturer and his distributors cannot be held responsible for damage arising from a defective installation of the material.  



 USES

ADVANTAGES

●  fl Multi-use
●  fl Easy to use
●  fl Economical
●  fl Non-flammable

Economical, Multiglass is a 
transparent, UV-stabilised PVC 
sheet. It has a very high 
mechanical strength and resists 
temperature variations, ageing, 


chemical agents and impacts.
Non-flammable, the Multiglass 
PVC sheet can be used in place
of glass, both  inside and outside. 
Multiglass is also suitable for 
framing, model making and 
laminating documents.   
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Store inside, sheltered from the
sun to prevent the product from 
deforming.
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STORAGE

●   Forcing tunnel
●  fl Mini-greenhouses
●  fl Sheds
●  fl Windbreaks
●  fl Framing
●  fl Over-glazing
●  fl Model making

Thickness

± 0,25 mm and ± 1 mm

Formats

± 1 mm = mit 1 m x 35 m Roll  
mit 1,25 m x 35 m Roll 

± 0,25 mm = 1,25 m x 100 m Roll             




