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CUTTING OUT

Lay the sheets across the 
 
roof crossbeams with an 
overlap of
  one corrugation.

For installing the sheets,
use rust-proof fasteners
 spaced 
regularly every three 
 or four 
corrugations. 
Drill the sheet with  a metal drill, 
at
 slow speed (5 or 6 sheets 
can be drilled
 simultaneously).
   

Fix the edge of the sheets 
at the gutter every two corrugations. 
The good finishing and water
 
tightness of the edges can be 
 
achieved by installing foam 
sealing strips
 

Clean with clean water and a 
 
pressure pump.
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RECOMMENDATIONS

INSTALLATION

ACCESSORIES

Self-drilling screw                Flat-head         Square       Corrugation  Hook bolt or        Ridge tile 
 Anti-corrosive caps               galvanised        washer           strut         threaded rod       90 cm long        

FIXING Main direction of rain           

Minimum overlap: 1 corrugation 

Cap seal 
with 
screw

Cap seal 
with

screw

CrossbeamCrossbeam

Corrugation
 strut 

Crossbeam section
60 x 80mm minimum.

Rafter section
75 x 180mm. 

Intermediate 
crossbeam

Lateral 
overlap

Transversal
overlap

15 à 20 cm

mini 0,80 m / maxi 1,00 m

mini1,00 m / maxi 1,38 m

Pitch 
10%
10 cm/m

Cut the ONDOMETAL sheets
to the required length
using a nibbler, trimmer or 
disc cut-off machine. 
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As a result of constant technological developments, the information and presentations contained in the present booklet are given only as an indication and without commitment on our part.  
SEDPA is committed to providing free-of-charge the replacement of goods which have broken during the guarantee period under the following conditions:
- the conditions of installation and recommendations stated previously have been followed, as in our technical notes.
- the exclusive use in traditional roofing and cladding applications
- the return of a copy of proof of payment in the 15 days following the purchase.  
The manufacturer, not having control over the use of the material by others, cannot therefore guarantee the same results as those described in this document. Each user must carry out his own tests to determine
 
 up to what point the material corresponds to his needs. The manufacturer and his distributors cannot be held responsible for damage arising from a defective installation of the material.  
 



USES

ADVANTAGES

●  Long-lasting
●  Economical
●  Robust
●  Watertight
●   Light-weight
●  Easy to work

The Ondometal sheet is 

a
 corrugated galvanised steel

sheet with multiple advantages: 

it
 is long-lasting, economical,
 

robust, watertight, light-weight 

and 
 easy to work.
 

It is ideal for roofing and 

cladding 
 and adapts easily to 

all types of 
 construction work.  
 

The Ondometal 
 sheet can be  
 

bent, welded and painted.
 

Top lighting is achieved by 

using
 Fibrolux polyester sheets, 

translucid P¸v¸glass
 PVC sheets, 

or Carbo SP PC in
 cladding or 

roofing.  

For good lighting, translucid 

sheets should
 be used for 

10% of the area. 
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●  Sheds
●  Canopies
●  Cladding
●   Industrial or agricultural buildings
●  Industrial roofing

4 PROFILES

Technical handbook
 and
guaranty clauses 

up on
 request.
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SSmall corrugations  76/18

Ribbed  840

●  Width : 840 mm
●  Length : 2000, 2500,   

3600 mm
up to  12000 mm

Flat

●  Thickness : ± 0,5 mm 
et 1 mm

●  Length  x width :
2000 x 1000 mm
up to 12000 mm

●  Width: : 900 mm
●  Length : 2000, 2500, 3600, 

up to  12000 mm

Sheltered away from the sun
(sheets damp during transportation
should be dried before being 
put into storage).
    
 

STORAGE

MOVING AROUND ON

 ROOFS 



For increased safety follow the French 

standards which recommend using ladders 

or planks attached to the cleats, avoiding 

collapse due to weight overload.
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ED PA

Consult us for other profiles

NERGAL - HAIRONVILLE - 
COBACIER
●  Thickness : 0,3  à 1 mm
●  Length :

up to  12000 mm

Industrial




