
STYROGLASS

Shock resistant
Waterproof
Economical
UV protected
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CARACTÉRISTIQUES TECHNIQUES

INSTALLATION

Styroglass is lightweight:
from ± 2,5 to ±5 kg per m2

according to thickness.
It is easy to transport and
use. Styroglass sheets
can be worked with 
traditional hand or
electric tools.

They can also be cut, bent,
thermoformed or bonded.

SEDPA cutter or a craft knife.    Cutting  

Metal or wood bits (leave 1.5 mm for expansion)
.

Drilling

Special Polystyrene adhesCAdhesive 

Leave an expansion joint of approximately 3mm 
per linear meter
Anti-vibrations: use a foam or rubber gasket.

     Framing

Rag soaked in mild detergent.

Anti-glare Styroglass is cut using a cutter then breaks.  It is recommended to
keep the protective film on both sides until.

Maintenance

     USES         ADVANTAGES

●   Lightweight
●   Shock resistant
●   Perfect transparency
●   Filmed sheets

●   Partitions, windbreaks
●   Doors
●	Shower cubicles
●   Insulation, over-glazing
●	Indirect lighting
●	Display cabinets
●	Frames and coasters

Scroll saw or fine-toothed saw.    DCutting out

Rag soaked in mild detergent..EMaintenance

As a result of constant technological developments, the information and presentations contained in the present booklet are given only as an indication and without commitment on our part.
SEDPA is committed to providing free-of-charge the replacement of goods which have broken during the guarantee period under the following conditions:

- the conditions of installation and recommendations stated previously have been followed, as in our technical notes

- the exclusive use in traditional roofing and cladding applications

   - the return of a copy of proof of payment in the 15 days following the purchase.
The manufacturer, not having control over the use of the material by others, cannot therefore guarantee the same results as those described in this document.
Each user must carry out his own tests to determine up to what point the material corresponds to his needs.
The manufacturer and his distributors cannot be held responsible for damage arising from a defective installation of the material



ANTI-GLASS AND 2 GLOSSY SIDES STYROGLASS

PROPERTIES

Density

Flexural strength
Shear modulus
Charpy impact strength +23°C
Hardness (H358/30)
Percentage elongation at break
Modulus of elasticity in traction
Tensile stress (5mm/min.)

VICAT softening temperature 
Max. acceptable operational temperature 
Thermal conductivity

Refractive index
Light transmission

ISO 489 1,59
89%

DIN 53479

ISO 178
ISO 537

ISO 179/2D
ISO 2039-1
ISO R527
ISO R527
ISO 527

ISO R306 method A
 

DIN 52612

g/cm2
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STYROGLASS is an extruded
polystyrene three times
tougher than glass.
Lightweight, it has surprising

properties: flexible,

it is shock resistant and

shatter-proof.



It is waterproof and moisture-

proof.  The extremely wide

STYROGLASS range, colourful

and bright, offers a multitude 

of possibilities for interior

decoration.

Much more economical than

glass, easy to work with,
STYROGLASS can be used

throughout the home.

To 

complete the range,

STYROGLASS

anti-glare

and 2 glossy sides

are specific to frames and



coasters.
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Styroglass 
Clear cyrus ±2,5 mm
Clear cyrus ±5 mm

Styroglass
Dune ±2,5 mm

Styroglass 
Clear smooth, 2 glossy sides
1,20 x 0,60 m

Styroglass
Chartreuse hammered ±2,5 mm

Styroglass 
Bubbles ±2,5 mm

Styroglass
Clear antique ± 2,5 et 5 mm

Styroglass
Yellow antique ±2,5 et 5 mm

Styroglass 
Large Diamond pattern ±2,5 mm
Available in 1,20 x 0,60 m

Styroglass 
Diamond pattern  ±2,5 mm
Available in 1,20 x 0,60 m

Styroglass
Smoky ±2,5 mm
Smoky ±5 mm

Styroglass
Cathedral ±2,5 mm

Styroglass
Clear hammered ±2,5 mm

Styroglass 
Opaline ±2,5 mm
Opaline ±5 mm

Styroglass
Cyrus sienna ±2,5 mm
Cyrus sienna ±5 mm

STYROGLASS ANTI-GLARE AND 
2 GLOSSY SIDES
180 x 240 mm -  240 x  300 mm
300 x 400 mm -  400 x  500 mm
400 x 600 mm -  500 x  600 mm
500 x 700 mm -  600 x  900 mm
700 x 1000 mm - 2000 x 1000 mm

ANTI        -GLARE ORE
 

2   GLOSSY SIDESLightweight and shatter-proofSTYROGLASS anti-glare and 2 glossy sides has all the

 
With its perfect transparency, it is specifically designed for framing

engravings, lithographies and watercolours. Perfect for all your pictures ures! à l’image !

FRAME SPECIAL
         
  

 
advantages of the traditional
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STYROGLASS
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